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F56 JCW/S
(PRE-FACELIFT)
TURBO INLET

Installation Manual

 
The kit is covered by two years warranty. 
Failing to comply with our Terms and Conditions will void your warranty. 

Warranty Terms and Conditions: 

*Two years warranty is available ONLY for the kits that are installed by TPE Precision or our 
authorized dealers. 

The kit comes with one year warranty if it is installed by a specialized (on MINIs) garage shop. 

In case of a warranty claim, customer must provide the installation receipt, authorized dealer 
receipt, photos and videos that clearly indicates the damage and logs (if asked). 

DIY installations are not covered by our warranty. 

Used products are not covered by our warranty or products that are not bought by our authorized 
dealer network. 

Any type of modification on the kit will void your warranty. 
That includes heat wrapping and painting. 

The kit is designed to work with an original spec car. 

If the mounting points or any part of the engine bay that is direct connected with the installation or 
the operation of the kit is altered then the warranty is not valid. 

Damage to the product due to failed engine components  or vehicle crash will not be covered by 
warranty. 

TPE Precision has no responsibility for stolen products after the signed courier documents. 
Installation cost is not covered by warranty. 

The above can change without notice. 



This is not a step-by-step manual. Do not try to install the kit if you are not a 
trained BMW-MINI mechanic. DIY installations are not covered by warranty.

Turbo Inlet could be fitted without removing 
the intake muffler. It is though recommended 

to remove it to assist installation. 

1. Remove the engine cover.  

2. Remove the MAF sensor. Pull the white tab then remove the connector. 
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Installation time with intake muffler removal: 2,5hr.



3. Remove the 3 X T20 bolts of the airbox lid. Remove the cable support from the side of the 
airbox and undo the hose clip that secures the flex hose to the airbox. Then pull the airbox out. 

4. Remove the second hose clip in the back side of the flex hose. Then remove the flex hose. 
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5.Remove the rubber seal. 
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5.1 Remove the side seal plastic clips.
*Left photo clip is not the original clip found in your car. 
Your car should have the clip seen in the right photo.  



6. Remove the 3 X 8mm bolts that secure the battery plastic lid. 
Remove the back panel 2 X 10mm bolts.
 
Then turn all 4 X rotation locking mechanisms to unlock position. 
Remove both the battery lid and back panel.  
Engine bay should look like the photo below:
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7.1 Remove the 2 X 13mm bolts that secure the front battery cover. Then pull the cover up and 
remove from engine bay. 
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7. Remove the side plastic panel by removing the 1 X plastic clip. 



8. Side battery panel is now free to move. Remove the rubber support of the positive terminal. 
*Remove battery terminal might give you more space. 
Then pull forward the side panel. Be careful of the surrounding cables. 
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9. On the top of the engine: remove the 2 X 5mm bolts that secure the loom in place. Put loom 
aside. 



10. To remove the side plastic trim (driver’s side in UK, Japan , passenger in EU, USA):
Remove 1 X 8mm bolt the 2 X plastic clips and put the locking mechanism to unlock position. 
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11. From top plastic panel, remove the 10mm bolt and put the 2 X locking mechanism to unlock 
position. 



12. Remove the side plastic support clip. 
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13. Remove the 3 X T30 bolts, located at the back panel. 



14. Pull the small plastic trim upwards. 
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15. Pull forward the back panel. Slide it over the engine and completely remove it from the 
engine bay. Be careful of the cables. 



16. Push both vacuum lines on the side to remove them from the intake muffler. 
Remove the 1 X T30 bolt. Now you will be able to turn the pipe, like in the photo below.  
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17. At the bottom, where the muffler connects to the turbo inlet, push out the metal safety. 
The muffler is now free. DON’T PULL IT NOW ALL THE WAY UP. 

18. Position the muffler as in the photo above. In the back side you will find a plug. Push the 
white clip out.
18.1 Next to it there is going to be a bracket with a cable attached to it, just pull it out. 
(sometimes this bracket detaches itself once you pull the muffler up). 
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19. Lift the car in the air and remove right wheel (passenger wheel EU, USA or driver’s UK, 
JAPAN) . 
Locate the original turbo inlet. 
Remove the 2XT30 bolts and pull the turbo inlet out. 

20. Carefully remove the two oring from the original turbo inlet. Do not use a screw driver or 
similar tool as this can damage the orings. Clean orings with a clean towel. 
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20. Add to both orings a small amount of high temperature grease and install them on the TPE 
Precision turbo inlet. 
The big Oring should be installed on the top groove similar to the photo above. 

21. Pass the turbo inlet from the top of the engine bay to the turbo housing. 
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22. Install turbo inlet by adding the 2 X T30 bolts.
22.1 Reinstall the wheel.  
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23. Lower pipe into position and connect the cable previous removed.
23.1 You will also find (in the same position as the original unit) a tab that can secure the  
previously removed cable bracket. 

*In these steps you see the TPE Precision intake muffler delete. Installation steps are the same as 
with the original intake muffler pipe. 

24. Push the pipe on the turbo inlet and push the safety until you hear a click sound.
24.1 Install the 2 X vacuum lines and 1 X T30 Bolt.  
Pipe is now secured in place. 
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25. Slide the back panel back into the engine bay and add the 3 X T30 bolts.  

26. Add the small plastic panel 



27. Secure the side line. 
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28.Install side panel by putting back the 1 X 8mm bolt, 2 X plastics clips and rotate 1 X locking 
mechanism to lock position.  
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29. Slide the side battery cover into the back panel slot. This panel aligns also with a locking 
geometry in the bottom. Photo in next page. 
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30. Add the front panel using the 2 X 13mm bolts. 



www.tpeprecision.com Email:  
info@tpeprecision.com 

21

31. Position battery top cover and upper panel. 

32. 
Install the 2 X 10 mm bolts on top cover. 
Turn into lock position the 4 X locking mechanisms. 



33. Add the flex air hose and the hose clip. 
Add the 2 X 5mm bolts that secure the cables on top of the engine. 
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34. Install airbox lid with 3 X T20 bolts. Put in position the rubber bracket and reconnect MAF 
sensor.  
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35. Add the side plastic panel it slides under the battery lid. Add the 2 X plastic clips. 

36. Put the 3 x 8mm bolts into the battery lid.
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37. Add the main seal and the engine cover. 

Installation is completed.  Enjoy !!

To complete your intake kit we recommend our intake muffler delete. 
Made out of Nylon 12 like the turbo inlet it is the perfect thermal barrier, 

keeping your intake temperatures as low as possible. 
For more info scan the QR code below.

We would love your honest feedback, you can leave a review by 
scanning the QR code below:

Thank you for purchasing a TPE Precision product.
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